PUBLIC SEWER O.D. 48" OR IFSS

GASKET SHALL BE SIZED
FOR PIPE MATERIAL
AND SIZE BEING USED.

HOUSE CONNECTION INSTALLED AS
PER "SPECIFICATIONS AND INSTRUCTIONS
FOR HOUSE DRAIN CONTRACTORS”,

CORE DRILL MAINLINE
EXISTING SEWER TO ACCEPT SADDLE
MINIMIZE DISTURBANCE SEWER
OF SOIL SUPPORTING
MAIN SEWER WHEN
PLACING STRAP,

NOTES: .

1. SEWER SADDLE TO BE ROMAC INDUSTRIES, INC. STYLE "CB" SADDLE OR APPROVED EQUAL

2. PVC SERVICES CONNECTED TO PVC OR VCP (10" OR LESS) SEWER MAY ALSO BE PVC SADDLE
TEE AND GASKET SECURED TO PIPE WITH TWO STAINLESS STEEL COMPRESSION STRAPS. PVC
SADDLE TO BE GPK OR APPROVED EQUAL.

3. ALL SEWER SERVICE SADDLES TO BE INSTALLED IN ACCORDANCE
WITH MANUFACTURER'S RECOMMENDATIONS.

PUBLIC SEWER O.D. GREATER THAN 48"

" CONCRETE CCOLLAR
6 RAM—NEX OR EQUAL

3
HOUSE CONNECTION INSTALLED AS

PER "SPECIFICATIONS AND INSTRUCTIONS
FOR HOUSE DRAIN CONTRACTORS".
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EXISTING

CORE DRILL MAINLINE SEWER

SEWER TO ACCEPT HuB

1. THE HUB SHALL BE SAWCUT TO CONFORM TO THE INTERIOR OF THE PIPE
MUELLER 2. GROUT THE HUB WITH A MINIMUM 3" CONCRETE COLLAR. DO NOT ENCASE HUEB JONT TO
bote_ Fr 2w 32tk N LEBDS P SERVICE PIPE.
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